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Notice
The information in this document  
is subject to change without notice. 
CGC Inc. or USG Corp. assumes  
no responsibility for any errors that 
may inadvertently appear in this 
document.

Product Information
See usg.com for the most up-to-date product information.

Trademarks
The trademark statement is in an old format.  The trademark 
statement should read as follows.

The trademarks USG, CGC, ARBOREAL, BARZ, CEILINGS PLUS, 
CELEBRATION, GEOMETRIX, ILLUSIONS, PANZ, PARALINE, PLANX, 
RADIANS, WALLFORMS, the USG/CGC logo, the design elements 
and colors, and related marks are trademarks of USG Corporation 
or its affiliates.  Joy is a trademark of Proctor & Gamble Company.  
Palmolive is a trademark of Colgate-Palmolive Company. Windex is a 
trademark of S.C. Johnson & Son, Inc.

Notice
We shall not be liable for incidental or consequential damages, 
directly or indirectly sustained, nor for any loss caused by application 
of these goods not in accordance with current printed instructions 
or for other than the intended use. Our liability is expressly limited to 
replacement of defective goods. Any claim shall be deemed waived 
unless made in writing to us within thirty (30) days from the date it 
was or reasonably should have been discovered.

Note
All products described here may not be available in all geographic 
markets. Consult your local sales office or representative for more 
information.

Safety First!
Follow good safety and industrial hygiene practices during handling 
and installation of all products and systems. Take necessary 
precautions and wear the appropriate personal protective equipment 
as needed. Read material safety data sheets and related literature on 
products before specification and/or installation.

METAL CEILING PANELS
CELEBRATION™, GEOMETRIX®, PANZ®, PARALINE®, ILLUSIONS®, 
RADIANS®, WALLFORMS™, BARZ® AND PLANX™ 
(See separate cleaning guides for laminated metal/wood veneer and Stainless Steel panels )

HANDLING GUIDE

PAINTED AND  
ANODIZED FINISHES

Metal panels provide unparalled aesthetics while offering great durability and acoustics for any 
environment.  Ceiling and wall installations consist of preformed panels, suspension systems, and 
factory applied coatings/finishes.

Proper preparation and cleaning can help to maintain the panels’ original appearance. Before 
installation, remove any dirt and debris from the surrounding area.

PREPARATION Metal panels, especially those with the Anodized Aluminum finish, may arrive at the job site with a 
protective film applied to the surface. This film should be removed prior to panel installation; simply 
peel up at one corner and pull away from the panel face. Do not leave film attached to panels for more 
than 90 days as it will become increasingly difficult to remove.

CLEANING Wipe panels with a clean, soft cloth to remove dust. For more difficult residue, wash panels with a 
mild soap or detergent (see Compatible Cleaners below) and lukewarm water, using a damp (but not 
soaked) clean sponge or soft cloth. Rinse well with clean water on a damp sponge or soft cloth. Dry 
thoroughly with a chamois or moist cellulose sponge to prevent water spots. Do not scrub or  
use brushes.

To remove fresh paint splashes, grease or smeared glazing compounds, rub panels slightly with 
isopropyl alcohol. (isopropyl alcohol will damage the paint if used in excess or used repeatedly.) Wash 
with warm water and mild soap or detergent solution. Rinse thoroughly with clean water and dry.

For products with a faux wood finish clean in the direction of the wood grain. (See SC5449 Wood 
Handling Guide for cleaning instruction of products with real wood veneer finish, such as Arboreal®.)

Important: Use care when cleaning perforated panels with an acoustical backer laminated to the back 
surface. This backer must not be immersed in or saturated with water and should not be exposed to 
cleaning agents.

COMPATIBLE CLEANERS Use only the following mild cleaning agents:
– Joy® dishwashing detergent
– Palmolive® dishwashing liquid
– Windex® glass cleaner

Follow the manufacturer’s instructions and recommendations when using these products.
DO NOT USE HARSH CHEMICALS - which can cause surface degradation and crazing.

LIMITATIONS – Do not use solvents; including abrasive or highly alkaline cleaners.
– Do not scrape panels with squeegees, razor blades or other sharp instruments.
– Do not use benzene, gasoline, acetone, carbon tetrachloride or butyl cellosolve.
– Do not apply cleaning agents directly to the panel, dilute and apply via sponge or soft cloth.
 
For real wood veneer products follow their recommended cleaning instructions.


