USG STACKED SHAFT WALL

"

4

BACK TO BACK
J-RUNNER.

FIRE STOP MAY BE REQUIRED

IR NN

10" MIN.
24" MAX.

FLOOR; WOOD, STEEL OR
CONCRETE CONSTRUCTION

=
FASTENERS TO FLOOR BY EOR,
BASED ON FLOOR CONSTRUCTION

CUT GYPSUM PANELS
‘ FLUSH WITH ANGLE

| CONTINUOUS 2" X 3" 20 GA.
/\/ MIN. ANGLE;

MIN. 4 WAFER

HEAD SCREWS

/7

ATTACHMENT TO FLOOR ALLOWED AT THE
BOTTOM (SHOWN) ON THE TOP OR WITHIN
THE FLOOR STRUCTURE.

DESIGN DETAILS THAT VARY SHALL BE CONFIRMED WITH THE AUTHORITY HAVING
JURISDICTION AND THE ARCHITECT OR ENGINEER OF RECORD.

STACKED SHAFT WALL
CONNECTION DIRECTLY
TO STUDS

MAY HAVE SHAFT OR STAIR CONFIGURATION

1/2" TYPE S PAN HEAD SCREW AT 12" 0.C.MAX

United States Gypsum
ggg Company
4 550 W. Adams Chicago, IL 60661

1-800-950-3839
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