USG LEVELROCK™ BRAND
NO-GO™
HYDRATION INHIBITOR

Superior set-time retardation liquid
- Effectively slows setting time/lengthens working time of floor underlayments
- For use with USG Levelrock® Brand engineered cementitious underlayments
- Applied by USG Levelrock authorized applicators

USG Levelrock™ Brand No-Go™ Hydration Inhibitor is an extremely effective set-time retardation liquid sold exclusively to USG Levelrock authorized applicators as a means to slow down the set time or to lengthen the working time of all USG Levelrock® Floor Underlayments and certain USG Durock™ Brand Self-Leveling Underlayments (contact your USG/Alcorp Technical Representative for product viability). USG Levelrock No-Go hydration inhibitor is a very powerful retarder and should be used only after consulting with your USG/Alcorp Technical Representative.

USG Levelrock No-Go hydration inhibitor is also recommended for use during the initial and final rinsing of hoses. Hoses conditioned with USG Levelrock No-Go hydration inhibitor perform better with little or no build-up of hydrated gypsum.

1. Do not use in exterior applications.

A USG/Alcorp Technical Representative will determine the actual dose per batch based on the specific USG Levelrock product and the retardation effect needed.

Always add USG Levelrock No-Go hydration inhibitor directly to the mixing water before adding USG Levelrock engineered cementitious underlayment and sand.

When USG Levelrock No-Go hydration inhibitor is used as an additive to the initial or final washout of mixing equipment and hoses, add 2 ounces (56.7 g) per 10 gallons (37.9 L) of rinse water and then introduce to the mixer/pump and flush through the hose.
DANGER
Causes severe skin burns and eye damage. Harmful if inhaled. Suspected of damaging fertility or the unborn child. Avoid breathing mist or vapor. Use only in a well-ventilated area, wear a NIOSH/MSHA-approved respirator. Wear protective gloves/protective clothing/eye protection. If swallowed, inhaled, or skin irritation occurs get medical attention. If on skin: Wash with plenty of water. If in eyes: Rinse cautiously with water for several minutes. Remove contact lenses and continue rinsing. Wash contaminated clothing before reuse. Store locked up. Dispose of in accordance with local, state, and federal regulations. For more information call Product Safety: 800-507-8899 or see the SDS at usg.com.

SAFETY FIRST!
Follow good safety/industrial hygiene practices during installation. Wear appropriate personal protective equipment. Read SDS and literature before specification and installation.

NOTE
The information in this document is subject to change without notice. USG Corp. assumes no responsibility for any errors that may inadvertently appear in this document. Consult your USG Company sales office or representative for information.

TRADEMARKS
The trademarks USG, LEVELROCK, NO-GO, IT’S YOUR WORLD. BUILD IT., the USG logo, the design elements and colors and related marks are trademarks of USG Corporation or its affiliates.

800 USG.4YOU
800 (874.4968)
usg.com
pourlevelrock.com
usgdesignstudio.com

Manufactured for
United States Gypsum Company
550 West Adams Street
Chicago, IL 60661

IG983-USA-ENG/4-16
© 2016 USG Corporation and/or its affiliates. All rights reserved. Printed in U.S.A.